SLAB

SIZE PULLBOX PER
NEC FOR RACEWAY
CONFIGURATION AND
SPACE AVAILABLE IN
INTERSTITIAL SPACE.

SECURE PULLBOX TO
UNISTRUT AS
REQUIRED BY FIELD
CONDITION

12" MINIMUM

PROVIDE 8-%" AND 2-1" EMPTY CONDUITS STUBBED 10° INTO INTERSTITIAL
SPACE AND TERMINATED IN A GALVANIZED STEEL PULL BOX. MOUNT WITH
BOTTOM AS HIGH AS POSSIBLE ABOVE FLOOR FOR WIRE PULLING ACCESS.
PROVIDE SPARE SPACE ON CONDUIT RACK AND IN JUNCTION BOX FOR FOUR
FUTURE %" CONDUITS.

N

\\\

ﬁ \\ ALL CONDUIT SHALL HAVE A 90
\ DEGREE BEND PRIOR TO
— ENTERING PULL BOX.

INTERSTITIAL SPACE

CORE DRILL PENETRATION THRU
EXISTING SLAB, INSTALL
FIRESTOPPING AROUND CONDUIT,
TYP.

TYPICAL
FOR NEW
SURFACE
MOUNTED

PANELBOARD

NEW PANELBOARD FEEDER
IN CONDUIT

NEW ENCLOSED
CIRCUIT BREAKER

/ EXISTING PANELBOARD
FEEDER

NOTE
A. SEE FLOOR PLANS FOR EXACT LOCATIONS AND
CONFIGURATIONS

B. NO SPICES SHALL BE MADE INSIDE PULL BOX
INDICATED ABOVE.

ELECTRICAL ROOM FLOOR




